
Flood Risk Report 
190 Meadow Rd, Asheville, NC 28803 



 

  

Property Location 
190 Meadow Rd, Asheville, NC 28803 

Approx 3,000’ distance between gage and property. 

*The USGS provides a yearly peak stage height for 100 historical years going back to 

the max recorded flood on this gage of 26’ in 1791. The NWS sets threshold values 

from Action stage through Major Flooding. These threshold stage heights represent 

the height of the water at the gage, which is 3,000’ from the property location. 

NWS stage Action stage Flood stage Moderate 

Flooding 

Major Flooding 

Stage Height 9’ 10’ 14.5’ 16.5’ 

Frequency (per 

USGS)* 

1 17 8 7 

County: Buncombe County, 

North Carolina 

Elevation: 606m, 1988.2’ 

Primary Gage: BLTN7 Swannanoa River at Biltmore 



 

  

First Property Impact: 17.5’ at gage 

190 Meadow Rd, Asheville, NC 28803 

 

17.5’ is the gage level that the river would need to reach for the structure on this 

property to first be impacted by flood waters. This falls between the 100 and 500 

year flood according to FEMA. RiverTrak puts this at a Moderate risk of this flood 

occurring during a 30-year mortgage. 



 

  

FEMA Flood Zone 
190 Meadow Rd, Asheville, NC 28803 

Flood Zone = 0.2% Annual Chance Flood Hazard 

Flood Source = Swannanoa River 

The property falls in the X zone, which is rated by FEMA to be a 0.2% chance 

of flooding in any commonly referred to as a 500-year flood. Note the proximi-

ty to the 100-year flood zone. 



 

  

RiverTrak Comparison 100-year flood 

190 Meadow Rd, Asheville, NC 28803 

1.5’ 

3.26’ 
2.84’ 

3.82’ 

RiverTrak’s 100 year flood impact compared to FEMA’s 100-year flood map. RiverTrak estimates a 

flood of 18.72’ to have a 1% chance of happening in a  given year.  



 

  

RiverTrak Comparison 500-year flood 

190 Meadow Rd, Asheville, NC 28803 

5.66’ 

7.04’ 

5.97’ 

7.1’ 

RiverTrak’s 500-year flood impact compared to FEMA’s 100-year flood map. RiverTrak estimates a 

flood of 22.92’ to have a 0.2% chance of happening in a  given year.  



 

  

 
190 Meadow Rd, Asheville, NC 28803 

 

Flood Zone: X Shaded CRS Score: 8 

5 

Moderate Flood Risk: B, X Shaded. The 

property falls within the bounds of FEMA’s 

500-year floodplain. 

Town of Asheville: Community Rating 

System (CRS) Score of 8. In a non-SFHA 

this is a 5% Flood Insurance discount. 

Future Flood Risk Frequency: Moderate 

Occasional 

The flood level at the gage required to impact this property will occur at a moderate rate 

according to our modeling. By assessing the relationship between the current 100-year 

flood plain, the historic events that have taken place on this river and the extent of water 

at those threshold levels, our models show that this property will be impacted by flooding 

if the stage level gets to 17.5’ at the gage. A flood with a 1% likelihood of occurring will 

reach 18.72’ on the gage.  

Rare: <0.5% in 

a given year. 

 

Moderate: 

3.33%- 

19.99%  in a 

given year 

Infrequent: 

0.5%-0.99% 

in a given 

year 

Occasional: 

1%-3.32%  in a 

given year 

 

Rare:  

<0.5% in a 

given year 

Frequent: 

20%-100%  

in a given 

year 



 

  

Future Flood Frequency 
190 Meadow Rd, Asheville, NC 28803 

Primary Gage: BLTN7 Swannanoa River at Biltmore 

Moderate Flooding Frequency: The flood that occurs at 

the gage has between 19.99%-3.33% chance of occur-

ring in a given year. At this gage a moderate flood would 

include flooding  at stage heights from 16’ to 17.5’. The 

image to the right shows the impact to the property. 

Flooding that is considered moderate, does result in 

some water reaching the property. 

 
Frequent Flooding Frequency: The flood that occurs at the 

gage has between 100%-20% chance of occurring in a giv-

en year. At this stage a frequent flood gets up to 16’ at the 

gage. The image to the right shows the impacts to the 

property. Flooding that is considered frequent doesn’t 

result in impact to the property. 

Gage Height of 16’. No flooding present at the property.  

0.3” 

Gage  Height of 17.5’. Flooding reaches a depth of 0.3’ at 

the  property 

Occasional Flooding Frequency: The flood that occurs at 

the gage has between 3.32%-1% chance of occurring in a 

given year. At this gage an occasional flood would include 

all flooding between 17.5’ and 18.72’. The image to the 

right shows the impact to the property at a flood of 

18.72’ at the gage. Flooding that is considered occasional 

results in flooding at the property. 

Gage Height of 18.72’. Flooding reaches a depth of 1.55’ 

at the property. 

1.55’ 



 

  

Future Flood Frequency 
190 Meadow Rd, Asheville, NC 28803 

Primary Gage: BLTN7 Swannanoa River at Biltmore 

 

Gage Height of 22.92’ Flooding reaches a depth of 5.66’ at 

the property. 

2’ 
Infrequent Flooding Frequency: The flood that occurs at 

the gage has between 0.99%-0.5% chance of occurring in 

a given year. At this gage an infrequent flood would oc-

cur between 18.72’- 20’. The image to the right shows 

the impacts to the property at 19.22’ at the gage. Flood-

ing that is considered occasional results in flooding at the 

property. The event in September 2004 resulted in a 

19.22’ flood stage. Gage Height of 19.22’ Flooding reaches a depth of 2’ at 

the property. 

2’ 

Rare Flooding Frequency: The flood that occurs at the 

gage has < 0.5% chance of occurring in a given year. At 

this gage a rare flood would be any floods over 20’. The 

image to the right shows the impacts to the property in-

cluding depths. Properties that are only impacted by rare 

flooding are unlikely to need flood insurance.  

5.66’ 

Gage Height of 26’. Flooding reaches a depth of 8.67’ at 

the property. 

Flood of Record: The most significant flooding recorded 

by the USGS at this gage reached a stage height of 26’ 

and occurred in 1791. To the right our model shows 

what a flood of that magnitude would look like today 

and the impact it would have to this property. 

8.67’ 


